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CONBLOCK-50

CONBLOCK-50 is a connection board that facilitates the
connection of electronic devices with a network
interface (e.g. RS-485), including measurement
modules, converters, controllers, panels, etc.
The board also allows connecting the power lines to
devices in the network - the maximum number of
connection lines is 4.
The spring connectors used on the board make it much
easier to connect the wires.
Number of connectors: 5 connectors (4 PIN each).

APONE offers many useful accessories dedicated to APONE measuring devices. Accessories such as cables, junction

boxes and mounting brackets facilitate electrical  and mechanical  installation of  devices.  Programmers,  signal

converters, data loggers and HMI touch panels are accessories that may be useful at the stage of commissioning

devices or to perform a specific measurement task.

The  website  presents  the  most  popular  accessories  that  facilitate  the  installation  and  integration  of  APONE

measuring devices. However, if the list does not contain the required elements, please contact us.
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Typ Connection box

Producent AP AUTOMATYKA

Kompatybilne urządzenia DiMod, MiOne, PiOne, SiOne, WiMaster, WiOne

Producent zastrzega sobie prawo do dokonywania zmian niektórych parametrów w związku z ciągłą pracą nad

udoskonalaniem konstrukcji urządzenia, bez powiadamiania o tym jego użytkowników.
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