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SENS-P-699.912X

Differential pressure measurement
Configurable measuring ranges: 0…50 Pa / 0…100 Pa /
0…300 Pa/ 0…500 Pa / 0…1000 Pa / 0…1600 Pa
Analog output: configurable (0…10 V / 0…20 mA /
4…20 mA (3-wire) / 4…20 mA (2-wire))
Power supply: configurable (13.5…33 VDC / 24 VAC /
8…33 VDC (2-wire))

Sens-P transmitters for pressure and differential pressure measurements, are dedicated to work with devices with

analog inputs. Sens-P is a high accuracy, configurable measuring tool.

Sens-P transmitters are high quality devices with a favorable price/quality ratio. An unquestionable advantage of

the device is the possibility of quick configuration and installation (the housing is equipped with special handles).

Adjustable  measuring range and configurable  analog outputs  allow the use of  one transmitter  model  in  various

projects.

Accuracy of Sens-P-699 sensors:

Parameter Unit ±0.5 mbar0 … 1 mbar0 … 3 mbar0 … 5 mbar 0 … 10 – 50
mbar

Tolerance zero point % fs ±1.0 ±1.0 ±0.7 ±0.7 ±0.7
Tolerance zero full scale % fs ±1.0 ±1.0 ±0.7 ±0.7 ±0.7
Resolution % fs 0.2 0.2 0.1 0.1 0.1
Total of linearity, hysteresis and repeatability % fs ±1.0 ±1.0 ±1.0 ±1.0 ±0.6
Long therm stability acc. to DIN EN 60770 % fs ±1.0 ±1.0 ±1.0 ±1.0 ±1.0
TC zero point 4) % fs/10K ±0.2 ±0.2 ±0.2 ±0.1 ±0.1
TC zero point 4) % fs/10K ±1.0 ±1.0 ±0.5 ±0.4 ±0.4
TC sensitivity 4) % fs/10K ±0.3 ±0.3 ±0.2 ±0.1 ±0.1
TC sensitivity 4) % fs/10K ±0.6 ±0.6 ±0.5 ±0.5 ±0.2

Tests conditions: 25 ° C, 45% rF, 24 VDC power supply

TC z.p. / TC z.p. 0 ⁄ 70 °C

Technical drawing
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All dimensions on this drawing are reference only.
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Kod produktu SENS-P-699.912X

Typ urządzenia Transmitter

Mierzone parametry Differential pressure

Zakres pomiarowy 0… +100 Pa, 0… +300 Pa, 0… +50 Pa

Dodatkowe opcje Programmable analog output

Typ sensora Integrated

Filtr sensora –

Zasilanie 13,5…33 VDC, 24 VAC, 8…33 VDC

Wyjścia analogowe 1x

Wyjścia analogowe - typ 0…10 V, 0…20 mA, 4…20 mA

Przyłącze elektryczne Screw terminal

Wyświetlacz –

Parametryzacja DIP-switches

Stopień ochrony IP54

Temperatura pracy 0… +70 °C

Wilgotność pracy 0…95 %RH (WITHOUT CONDENSATION)

Typ obudowy Wall

Materiał obudowy Polycarbonate

Wymiary obudowy See: drawing

W komplecie Manual

Producent zastrzega sobie prawo do dokonywania zmian niektórych parametrów w związku z ciągłą pracą nad

udoskonalaniem konstrukcji urządzenia, bez powiadamiania o tym jego użytkowników.
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